August 16, 2016 Reference No. 038443

Mr. Bryan Campbell

Street Superintendent

City of Moraine — Streets Division
4200 Dryden Road

Moraine, Ohio

45439

Chief David Cooper

Fire Chief

City of Moraine — Fire Division
4200 Dryden Road

Moraine, Ohio

43439

Mr. Mike Eddy
City Engineer

City of Moraine
4200 Dryden Road
Moraine, Ohio
45439

Dear Mr. Campbell, Chief Cooper, and Mr. Eddy:

Re: Notification of Elevated Methane Levels adjacent to Dayton Power and Light (DP&L)
1900 Dryden Road, Moraine, Ohio

This letter provides notification of methane results observed during sampling that GHD completed
adjacent to the Dayton Power & Light Company (DP&L) property located at 1900 Dryden Road, Moraine,
Ohio.

GHD completed soil gas probe sampling on behalf of the Respondents to the Administrative Settlement
and Order on Consent (ASAOC) Removal Action Proceeding Under Sections 104, 106(a), 107, and 122 of
the CERCLA, 42 U.S.C. 88 9604, 9606(a), 9607, and 9622 United States Environmental Protection
(USEPA) Docket No. V-W-13-C-010, effective April 8, 2013 (Removal Action ASAOC) (South Dayton
Dump Removal ASAOC Respondents).

GHD and USEPA have documented detectable methane levels using field screening, using a Landtec
GEM2000 meter, with and without charcoal carbon filter, at soil gas probe GP-2 (12-foot and 16-foot
depths) ranging from 0.1 percent (%) to 34.6% (unfiltered measurements). Note that the readings greater
than the lower explosive limit (LEL) for methane of 5% have been recorded during hot summer weather.
GP-2 is located on the east side of Dryden Road, in the right of way, adjacent to the DP&L garage
building. GHD completed concurrent methane monitoring at soil gas probes located on the west side of
Dryden Road, on and adjacent to the South Dayton Dump and Landfill Site; no methane was detected in
these probes. We have previously observed elevated methane at GP-2 during August, indicating the
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potential for a local source in the vicinity of the soil gas probe, which may include the DP&L property. The
location of the soil gas probes are shown on Figure 1. Results of the methane field screening at GP-2 is
provided in Table 1.

Based on discussion with USEPA and Ohio EPA we will be conducting further monitoring and are
providing notification to DP&L and the City of Moraine, due to the presence of methane and potential
explosion hazards.

Should you have any questions on the above, please do not hesitate to contact us.
Sincerely,

GHD

Julian Hayward
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Valerie Chan
VC/cb/1
Encl.

cc: Leslie Patterson, USEPA
Steve Renninger, USEPA
Madelyn Adams, Ohio EPA
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SOIL GAS PROBE LOCATIONS
SOUTH DAYTON DUMP AND LANDFILL SITE
Moraine, Ohio
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Table 1

GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Page 1 of 10

Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
: pp (°F) Precipitation (hPa)

GP-2 (12') without filter 1354 - 41 106 0.0 0
GP-2 (12') with filter - - 5.6 9.1 0.0 0 )
GP-2 (16Y) without filter 11/9/2012 - 2.0 11.6 0.0 0 30s - 40s none
GP-2 (16") with filter - 4.6 10.0 0.0 0
GP-2 (12') without filter 1504 00 24 108 0.0 0
GP-2 (12') with filter - 00 23 10.3 0.0 0 )
GP-2 (16Y) without filter 11812012 | 4509 00 10 11.8 0.0 0 30s - 40s none
GP-2 (16") with filter N 00 09 11.4 0.0 0
GP-2 (12') without filter 1435 00 22 113 0.0 0
GP-2 (12') with filter N 00 21 11.0 0.0 0
GP-2 (16") without filter 110202012 | 1440 00 09 12.1 0.0 0 50s Trace
GP-2 (16") with filter - 00 08 11.9 0.0 0
GP-2 (12') without filter 1353 00 43 110 0.0 0
GP-2 (12') with filter - 00 47 11.2 0.0 0 )
GP-2 (16Y) without filter 112912012 | 1568 00 21 12.1 0.0 0 40s - 50s none
GP-2 (16") with filter 1358 00 20 11.9 0.0 0
GP-2 (12') without filter 1603 00 66 96 0.0 0
GP-2 (12" with filter -- 0.0 6.7 8.5 0.0 0 rainy (~0.3
GP-2 (16Y) without filter 1242012 1 1508 L 6.1 10.3 0.0 0 50s inches)
GP-2 (16") with filter a . 6.4 9.2 0.0 0
GP-2 (12') without filter 1344 00 66 9.7 0.0 0
GP-2 (12" with filter - 00 6.9 9.3 01U 2U
GP-2 (16') without filter 12/1312012 | 1539 00 37 11.8 0.0 0 40s none
GP-2 (16") with filter B 00 41 10.2 0.1U 2U
GP-2 (12') without filter 1330 00 82 9.2 0.0 0
GP-2 (12 with filter - 00 81 8.9 0.0 1
GP-2 (16) without filter 12/18/2012 - 00 58 10.8 0.0 0 40s none
GP-2 (16") with filter -- 0.0 5.7 10.4 0.0 1 M
GP-2 (12') without filter 1534 00 199 26 0.0 0.0
GP-2 (12') with filter 1534 00 186 2.2 0.0 0.0
GP-2 (16) without filter V242013 1 1500 00 153 7.7 0.0 0.0 20s none
GP-2 (16") with filter 1540 00  16.9 16 0.0 0.0
GP-2 (12') without filter 1350 00 175 5.0 0.0 0.0
GP-2 (12') with filter 1350 00  17.1 4.2 0.0 0.0 )
GP-2 (16') without filter VL2013 | 135e 00 168 5.0 0.0 0.0 10s - 20s none
GP-2 (16") with filter 1355 0.0  17.2 3.4 0.0 0.0
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Table 1

GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Page 2 of 10

Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
: pp (°F) Precipitation (hPa)

GP-2 (12') without filter 1514 00 154 54 0.0 0.0
GP-2 (12') with filter 1514 00 160 35 0.0 0.0 )
GP-2 (16) without filter 21712013 1517 0.0 150 6.4 0.0 0.0 20s - 50s none
GP-2 (16") with filter 1517 00 153 45 0.0 0.0
GP-2 (12') without filter 1230 01 92 8.8 0.0 0.0
GP-2 (12') with filter 1230 01 97 8.4 0.0 0.0 )
GP-2 (16) without filter 2122013 | 1505 00 75 9.1 0.0 0.0 30s - 40s none
GP-2 (16") with filter 1245 00 6.9 8.2 0.0 0.0
GP-2 (12') without filter 1345 00 88 85 0.0 0.0
GP-2 (12') with filter 1345 00 91 8.0 0.0 0.0
GP-2 (16) without filter 2212013 | 1350 00 69 7.0 0.0 0.0 20s trace
GP-2 (16") with filter 1350 00 7.0 6.7 0.0 0.0
GP-2 (12') without filter 1245 00 158 4.9 0.0 0.0
GP-2 (12') with filter 1245 00 158 5.1 0.0 0.0 ) L
GP-2 (16) without filter 202812013 | 1549 00 136 6.2 0.0 0.0 30s - 40s Linch
GP-2 (16") with filter 1249 00 135 6.2 0.0 0.0
GP-2 3/7/2013 Inaccessible due to snow cover from road plow activity 30s None
GP-2 (12') without filter 1345 00 162 43 0.0 0.0
GP-2 (12') with filter 1345 00 161 4.4 0.0 0.0 )
GP-2 (16) without filter 3142013 | 1353 00 139 6.1 0.0 0.0 20s - 40s None
GP-2 (16") with filter 1353 0.0 139 6.2 0.0 0.0
GP-2 (12') without filter 1220 00 159 38 0.0 0.0
GP-2 (12') with filter 1220 00 159 3.9 0.0 0.0 )
GP-2 (16) without filter 8212013 | 1506 00 142 5.7 0.0 0.0 20s - 30s Trace
GP-2 (16") with filter 1226 00 141 5.9 0.0 0.0
GP-2 (12') without filter 1210 00 146 6.1 0.0 0.0
GP-2 (12') with filter 1210 00 144 6.3 0.0 0.0 )
GP-2 (16) without filter 312812013 | 1505 00 129 7.4 0.0 0.0 30s - 40s None
GP-2 (16") with filter 1215 00 129 75 0.0 0.0
GP-2 (12') without filter 1404 00 157 52 0.0 0.0
GP-2 (12') with filter 1404 00 156 5.1 0.0 0.0 )
GP-2 (16) without filter 41412013 1411 00 138 6.0 0.0 0.0 30s - 50s None
GP-2 (16") with filter 1411 00 138 6.1 0.0 0.0
GP-2 (12') without filter 1356 00 139 52 0.0 0.0
GP-2 (12') with filter 1356 0.0 138 55 0.0 0.0 )
GP-2 (16') without filter 419/2013 1403 00 122 5.9 0.0 0.0 50s - 80s None
GP-2 (16") with filter 1403 00 122 6.0 0.0 0.0
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Table 1

GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site

Moraine, Ohio

Page 3 of 10

Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
) PP (°F) Precipitation (hPa)

GP-2 (12') without filter 1348 00 147 6.1 0.0 0.0
GP-2 (12') with filter 1348 00 147 6.0 0.0 0.0 )
GP-2 (16) without filter 4182013 | ey 00 132 7.4 0.0 0.0 60s - 80s None
GP-2 (16") with filter 1354 0.0 133 7.2 0.0 0.0
GP-2 (12') without filter 1445 00 163 38 0.0 0.0
GP-2 (12') with filter 1445 00 168 0.8 0.0 0.0 )
GP-2 (16) without filter 412312013 | 1448 00 159 42 0.0 0.0 50s - 60s None
GP-2 (16") with filter 1448 00 163 2.9 0.0 0.0
GP-2 (12') without filter 1445 00 168 34 0.0 0.0
GP-2 (12') with filter 1445 00 170 0.9 0.0 0.0 )
GP-2 (16) without filter 43012013 | 1450 00 163 3.9 0.0 0.0 40s - 70s None
GP-2 (16") with filter 1450 00 167 16 0.0 0.0
GP-2 (12') without filter 1441 00 148 33 0.0 0.0
GP-2 (12') with filter 1441 00 149 0.9 0.0 0.0 )
GP-2 (16) without filter 5/9/2013 1445 00 141 38 0.0 0.0 50s - 70s None
GP-2 (16") with filter 1445 00 145 15 0.0 0.0
GP-2 (12') without filter 1325 00 1563 41 0.0 0.0
GP-2 (12') with filter 1325 00 153 4.0 0.0 0.0 ) .
GP-2 (16) without filter 51612013 | 133 00 139 48 0.0 0.0 40s - 80s Linch
GP-2 (16") with filter 1332 00 139 48 0.0 0.0
GP-2 (12') without filter 1529 00 137 38 0.0 0.0
GP-2 (12') with filter 1529 00 138 3.2 0.0 0.0 ) o
GP-2 (16) without filter 5212013 | 1550 00 127 45 0.0 0.0 40s - 80s 0.2 inch
GP-2 (16") with filter 1532 00 128 3.0 0.0 0.0
GP-2 (12') without filter 1320 00 158 38 0.0 0.0
GP-2 (12') with filter 1320 00 158 3.9 0.0 0.0 ) o
GP-2 (16) without filter 53012013 | 1355 00 131 5.1 0.0 0.0 50s - 80s 1.8 inch
GP-2 (16") with filter 1325 0.0  13.0 5.3 0.0 0.0
GP-2 (12') without filter 1450 00 163 46 0.0 0.0
GP-2 (12') with filter 1450 00  16.2 4.9 0.0 0.0 .
GP-2 (16) without filter 6/6/2013 1500 00 147 6.0 0.0 0.0 60s 0.25 inch
GP-2 (16") with filter 1500 0.0 147 6.2 0.0 0.0
GP-2 (12') without filter 1605 00 82 54 0.0 0.0
GP-2 (12') with filter 1605 00 75 5.4 0.0 0.0 ] .
GP-2 (16) without filter 6/13/2013 | 1540 - 5.2 6.6 0.0 0.0 60s - 80s 1.55 inch
GP-2 (16") with filter 16:10 . 5.1 6.4 0.0 0.0
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Table 1

GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site

Moraine, Ohio

Page 4 of 10

Sample PID Ambient Summary of | Barometric Water Levels
Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
: pp (°F) Precipitation (hPa)
GP-2 (12') without filter - 00 80 6.1 0.0 0.0
GP-2 (12') with filter - 00 83 5.9 0.0 0.0 )
GP-2 (16) without filter 6/20/2013 - - 5.3 6.5 0.0 0.0 50s - 80s None
GP-2 (16") with filter . . 5.6 6.0 0.0 0.0
GP-2 (12') without filter 1406 06 159 15 0.0 0.0
GP-2 (12') with filter 1406 06 163 0.2 0.0 0.0 )
GP-2 (16) without filter 62712013 | 1441 436 37 26 16 30 70s - 80s Trace
GP-2 (16") with filter 1411 436 2.1 3.6 1.0 20
GP-2 (12') without filter 1318 235 69 4.9 14 28
GP-2 (12') with filter 1318 235 75 3.4 07 13 )
GP-2 (16) without filter 713/2013 1322 596 19 7.1 58 >100 60s - 80s Trace
GP-2 (16") with filter 1322 596 16 6.9 18 36
GP-2 (12') without filter 1445 404 40 65 65 >100
GP-2 (12') with filter 14:45 404 40 4.9 3.4 68 )
GP-2 (16) without filter TAL2018 | 451 ss6 46 6.2 11.2 >100 60s - 70s None
GP-2 (16") with filter 1451 556 3.9 5.0 2.2 44
GP-2 (12') without filter 1435 204 177 12 05 10
GP-2 (12') with filter 1435 204  17.7 1.0 0.2 5 )
GP-2 (16) without filter TA82013 | a1 a3 19 7.4 51 >100 70s - 90s None
GP-2 (16") with filter 1441 443 47 18 18 36
GP-2 (12') without filter 1415 387 48 65 38 75
GP-2 (12') with filter 1415 387 47 6.1 3.0 60 )
GP-2 (16) without filter 71252018 1400 483 44 7.9 40 80 50s - 70s None
GP-2 (16") with filter 1420 483 42 8.3 3.3 65
GP-2 (12') without filter 1400 835 81 53 14 28
GP-2 (12') with filter 1400 835 62 4.9 11 21 )
GP-2 (16) without filter 8/1/2013 1405 89.8 4.1 73 28 55 60s - 80s None
GP-2 (16") with filter 1405 898 3.1 7.2 18 35
GP-2 (12') without filter 1406 105 39 76 13 27
GP-2 (12') with filter 1406 105 37 5.9 1.0 21 )
GP-2 (16) without filter 8/6/2013 1410 316 43 7.4 25 51 60s - 80s None
GP-2 (16") with filter 1410 316 3.1 6.1 17 34
GP-2 (12') without filter 1335 166 7.9 31 2.0 40
GP-2 (12') with filter 1335 166 7.7 33 16 32 )
GP-2 (16') without filter 8152013 | 1340 206 15 6.2 22 44 40s - 70s None
GP-2 (16") with filter 1340 206 14 75 2.0 40
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Table 1

GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site

Moraine, Ohio

Page 5 of 10

Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
: pp (°F) Precipitation (hPa)

GP-2 (12') without filter 1441 339 32 8.0 23 47
GP-2 (12" with filter 14:41 33.9 3.2 8.4 2.0 41 ) Trace
GP-2 (16) without filter 8/22/2013 | 1445 550 18 8.5 4.3 87 60s - 80s (0.06 in.)
GP-2 (16") with filter 1445 550 16 8.3 2.0 41
GP-2 (12') without filter 1421 228 25 8.4 37 74
GP-2 (12') with filter 1421 228 26 8.9 19 39 )
GP-2 (16) without filter 82712013 | 1406 395 23 8.7 7.9 >100 70s - 80s None
GP-2 (16") with filter 1426 395 22 9.0 6.1 >100
GP-2 (12') without filter - 313 22 8.7 7.0 >100
GP-2 (12') with filter - 313 23 6.9 3.0 58 )
GP-2 (16) without filter 9/5/2013 - 390 3.1 8.3 8.4 >100 50s - 80s None
GP-2 (16") with filter - 390 37 6.5 2.8 56
GP-2 9/12/2013 Inaccessible due to high water/flood conditions 60s - 80s 0.29 inches
GP-2 (12') without filter 247 26 8.7 32 65
GP-2 (12') with filter 247 21 8.1 18 34 ) . ]
aP-2 (169 withou fiter 9/20/2013 T e e e 60s-80s | 0.6inches | 1009 -1013
GP-2 (16") with filter 404 15 8.9 2.1 42
GP-2 (12') without filter 1427 557 18 9.6 36 71
GP-2 (12') with filter 1427 557 19 9.2 33 67 ) ]
GP-2 (16) without filter 92412013 | 1453 e84 15 10.0 43 86 40s - 70s None 1016 - 1018
GP-2 (16") with filter 1433 684 16 10.6 3.9 78
GP-2 (12') without filter 1327 09 68 7.2 13 25
GP-2 (12') with filter 1327 09 69 5.8 11 17 ) . ]
GP-2 (16) without filter 10/3/2013 | 13035 536 36 8.9 22 44 60s-70s | 027inches | 1015-1022
GP-2 (16") with filter 1335 536 33 7.5 14 27
GP-2 (12') without filter 1341 186 07 10.3 19 38
GP-2 (12') with filter 1341 186 05 10.2 13 27 ) )
GP-2 (16) without filter 1011012013 | 15047 226 09 103 1.9 39 40s - 70s None 1020 - 1022
GP-2 (16") with filter 1347 226 17 9.0 1.2 25
GP-2 (12') without filter 1446 228 12 105 14 28 MW-7: 18.56
GP-2 (12') with filter 14:46 228 75 6.8 08 16 ) . ) MW-8: 18.70
GP-2 (16) without filter 104712013 | 1450 231 13 10.6 15 29 40s-50s | Olinches | 1011-1014 |\ 115031
GP-2 (16") with filter 1450 231 15 10.1 1.2 23 MW-12: 20.39
GP-2 (12') without filter 1342 00 15 10.9 0.0 0 MW-7: 18:69
GP-2 (12') with filter 1342 00 16 10.2 0.0 0 ) Trace ] MW-8: 18.83
GP-2 (16Y) without filter 1012412013 | 15047 56 46 9.6 0.0 0 30s-40s | ) 02inches) | 1921025 | \w-11: 20,66
GP-2 (16") with filter 1347 56 49 8.6 0.0 0 MW-12: 20.44
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Table 1

GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site

Moraine, Ohio

Page 6 of 10

Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
: pp (°F) Precipitation (hPa)

GP-2 (12') without filter 1507 00 63 8.2 0.0 0 MW-7: 18.71
GP-2 (12') with filter 1507 00 64 7.3 0.0 0 . ) MW-8: 18.87
GP-2 (16) without filter 10/31/2013 | 1543 11 64 8.3 0.0 0 60s 1.25inches | 1000-1010 |\ 11. 20,69
GP-2 (16") with filter 1513 11 6.7 75 0.0 0 MW-12: 20.47
GP-2 (12') without filter 1345 00 46 95 0.0 0 MW-7: 18.43
GP-2 (12') with filter 1345 00 41 7.9 0.0 0 Trace ] MW-8: 18.57
GP-2 (16Y) without filter W2018 1 13e1 00 26 10.7 0.0 0 40s (0.04 inches) | 10201025 |\ 11.20.28
GP-2 (16") with filter 1351 00 26 10.2 0.0 0 MW-12: 20.13
GP-2 (12') without filter 1332 00 58 95 0.0 0 MW-7: 18.28
GP-2 (12') with filter 1332 00 62 8.6 0.0 0 ) Trace ] MW-8: 18.37
GP-2 (16") without filter 111212013 | 15538 00 54 9.6 0.0 0 20s-30s | o5 inches) | 19301036 | \w-11: 2002
GP-2 (16") with filter 1338 00 53 8.6 0.0 0 MW-12: 19.86
GP-2 (12') without filter 1410 00 45 10.1 0.0 0 MW-7: 18.27
GP-2 (12') with filter 1410 00 50 8.3 0.0 0 ) ) MW-8: 18.40
GP-2 (16) without filter 112012013 | 1,95 00 35 10.4 0.0 0 20s - 40s None 1023-1026 | \\-11: 2024
GP-2 (16") with filter 1415 00 40 9.8 0.0 0 MW-12: 20.02
GP-2 (12') without filter 1435 00 34 104 0.1 1 MW-7: 18.10
GP-2 (12") with filter 14:35 0.0 3.4 9.5 0.0 0 Trace i MW-8: 18.25
GP-2 (16Y) without filter 112602013 | 1439 00 33 10.7 0.1 1 30s (0.01 inches) | 1013 ~1019 1\ 11: 20.07
GP-2 (16") with filter 1439 00 33 10.6 0.1 1 MW-12:19.85
GP-2 (12') without filter 1444 00 65 9.7 0.0 0 MW-7: 18:38
GP-2 (12') with filter 1444 00 66 8.7 0.0 0 ) . ) MW-8: 18.52
GP-2 (16) without filter 12052013 1 149 00 73 9.1 0.0 0 30s-40s | 0.07inches | 1013-1016 |\\\ 17. 50 35
GP-2 (16") with filter 1449 00 7.4 8.3 0.0 0 MW-12: 20.13
GP-2 (12') without filter 1545 00 99 85 0.0 0 MW-7: 18.45
GP-2 (12') with filter 1545 00 97 8.3 0.0 0 ] ) MW-8: 18.60
GP-2 (16) without filter 12/1212013 | 1549 00 7.3 10.4 0.0 0 15-20 None 1030-1036 | \\w-11: 20.42
GP-2 (16") with filter 1549 00 6.9 9.8 0.0 0 MW-12: 20.20
GP-2 (12') without filter 1448 00 108 7.8 0.0 0 MW-7: 18.39
GP-2 (12') with filter 1448 00 110 6.8 0.0 0 ) ) MW-8: 18.54
GP-2 (16) without filter 12/1912013 | 1451 00 90 8.9 0.0 0 30s - 40s None 1016 -1018 | \\w-11: 2037
GP-2 (16") with filter 1451 00 96 7.9 0.0 0 MW-12: 20.21
GP-2 (12') without filter 1120 00 81 7.9 0.0 0 MW-7: 15.63
GP-2 (12') with filter 11:20 0.0 8.1 6.9 0.0 0 ) Trace i MW-8: 15.72
GP-2 (16Y) without filter 122312013 | 1197 o0 58 10.4 0.0 0 205-30s | ) 02inches) | 19261029 | \w.11:17.45
GP-2 (16") with filter 1127 00 76 8.7 0.0 0 MW-12: 17.32
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Table 1 Page 7 of 10

GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
: pp (°F) Precipitation (hPa)

GP-2 (12') without filter 1620 00 215 0.1 0.0 0 MW-7: 15.24
GP-2 (12') with filter 1620 00 182 0.3 0.0 0 ) . ) MW-8: 15.39
GP-2 (16) without filter 1/2/2014 1624 00 214 03 0.0 0 20s-30s | 546inches | 1012-1026 |\ )\ 174751
GP-2 (16") with filter 1624 00 215 0.3 0.0 0 MW-12: 16.98
GP-2 (12') without filter 1440 00 138 6.6 0.0 0 MW-7: 15.17
GP-2 (12') with filter 1440 00 140 6.0 0.0 0 ) . ] MW-8: 15.28
GP-2 (16) without filter 1/6/2014 1445 00 120 8.2 0.0 0 20s-30s | 155inches | 1026-1035 |\ \\ 1747 19
GP-2 (16") with filter 1445 00 131 6.7 0.0 0 MW-12: 16.98
GP-2 (12') without filter 1300 00 138 6.1 0.0 0 MW-7: 15.93
GP-2 (12') with filter 1300 00 139 3.8 0.0 0 ) . ) MW-8: 16.06
GP-2 (16) without filter V162014 | 1307 00 129 7.2 0.0 0 20s-30s | 0.97inches | 1008-1019 |\ \\ 11.47 g9
GP-2 (16") with filter 1307 0.0 132 4.1 0.0 0 MW-12: 17.71
GP-2 (12') without filter 1300 00 168 51 0.0 0 MW-7: 15.62
GP-2 (12') with filter 1300 00 165 47 0.0 0 ] ) MW-8: 15.83
GP-2 (16) without filter V232014 | 1307 o0 154 6.0 0.0 0 5-15 Trace 1019-1038 | \\w-11: 17,59
GP-2 (16") with filter 1307 00 153 4.9 0.0 0 MW-12: 17.46
GP-2 (12') without filter 1425 00 173 46 0.0 0 MW-7: 17.27
GP-2 (12') with filter 1425 00 173 41 0.0 0 ] MW-8: 17.41
GP-2 (16Y) without filter 12802014 1 1430 00 152 6.5 0.0 0 5 None 1030-1033 1\ 11 & Mw-
GP-2 (16") with filter 14:30 0.0 15.2 5.8 0.0 0 12: iced over
GP-2 (12) 2/6/2014 Inaccessible due to snow coverage from road plows 15 - 25 0.3 inches 1029 - 1032 [ Inaccessible
GP-2 (12') without filter 1516 00 175 45 0.0 0 MW-7: 17.62
GP-2 (12') with filter 1516 00  17.7 3.8 0.0 0 ] ) MW-8: 17.77
GP-2 (16Y) without filter 21182014 | 1550 00 193 22 0.0 0 25-35 None 1003 - 1018 1y 11 & Mw-
GP-2 (16") with filter 15:20 0.0 19.5 0.6 0.0 0 12: iced over
GP-2 (12') without filter 1412 00 168 43 0.0 0 MW-7: 17:53
GP-2 (12') with filter 1412 00 168 4.0 0.0 0 ] ) MW-8: 17.66
GP-2 (16') without filter 202012014 | 1404 00 158 5.4 0.0 0 35-40 None 1010-1014 1 \\w-11: 19:50
GP-2 (16") with filter 1414 00 159 45 0.0 0 MW-12: 19.27
GP-2 (12') without filter 1310 01 193 2.3 0.0 0 MW-7: 15.64
GP-2 (12') with filter 1310 01 194 17 0.0 0 ] ) MW-8: 15.78
GP-2 (16) without filter 20272014 | 1347 00 172 48 0.1 0 15-25 Trace 1008 -1024 1 \\w-11: 17,59
GP-2 (16") with filter 1317 00 174 4.1 0.0 0 MW-12: 17.41
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Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
: pp (°F) Precipitation (hPa)

GP-2 (12" without filter 14:21 0.0 17.8 4.3 0.0 0 MW-7: na
GP-2 (12') with filter 1421 00 177 41 0.0 0 ] ) MW-8: na
GP-2 (16) without filter 3/6/2014 00 168 5.2 0.0 0 35-45 None 1020-1029 | \w-11:na
GP-2 (16") with filter 0.0 16.7 5.1 0.0 0 MW-12: na
GP-2 (12') without filter 1157 00 181 35 0.0 0 MW-7: 14.12
GP-2 (12') with filter 1157 00 180 37 0.0 0 Trace (0.15 MW-8: 14.32
GP-2 (16) without filter 41212014 00 173 44 0.0 0 50s inches) 1020 1 \w-11: 16.06
GP-2 (16') with filter 00 173 45 0.0 0 MW-12: 15.91
GP-2 (12') without filter 1518 02 163 30 0.0 0 MW-7: 16.84
GP-2 (12') with filter o | 1518 02 164 25 0.0 0 ] ] MW-8: 16.70
GP-2 (16Y) without filter 5/8/2014 1522 05 203 0.0 0.0 0 75-85 None 1013-1017 1 \iw-11: 18.68
GP-2 (16") with filter 1522 05 200 16 0.0 0 MW-12: 18.46
GP-2 (12" without filter 15:40 0.0 12.6 4.1 0.0 0 MW-7: na
GP-2 (12') with filter 1540 00 126 37 0.0 0 ] ) MW-8: na
GP-2 (16) without filter 6/3/2014 1545 01 116 4.4 0.0 0 75-85 Trace 1011-1014 1 w-11: na
GP-2 (16") with filter 1545 01 117 4.4 0.0 0 MW-12: na
GP-2 (12') without filter 1517 00 22 6.7 0.0 0 MW-7: 17.37
GP-2 (12') with filter 1517 00 21 6.4 0.0 0 ] ] MW-8: 17.51
GP-2 (16) without filter 772014 | Ge5s 180 17 6.7 17 35 70-75 None 1016-1020 1 \\w-11: 10,36
GP-2 (16") with filter 1523 150 17 6.2 11 23 MW-12: 19.13
GP-2 (12') without filter 1440 133 22 74 16 33 MW-7: 18.33
GP-2 (12') with filter 14:40 133 23 6.4 14 29 ] ] MW-8: 18.19
GP-2 (16) without filter 81412014 | 1,46 458 13 8.2 58 >100 70-80 None 1014-1017 1 \w-11: 2017
GP-2 (16") with filter 1446 458 13 7.6 2.4 49 MW-12: 19.94
GP-2 (12') without filter 1551 256 09 85 27 55 MW-7: na
GP-2 (12') with filter 1551 256 0.9 8.2 18 36 ] ] MW-8: na
GP-2 (16") without filter 8212014 | 145 72 o8 9.2 6.0 >100 7579 1.14Inches | 1014-1018 | \\y 11 1a
GP-2 (16") with filter 1445 72 08 8.2 2.4 48 MW-12: na
GP-2 (12') without filter 1140 354 07 9.2 45 90 MW-7: 18.11
GP-2 (12') with filter 11:40 354 07 7.4 2.4 48 ~ ] MW-8: 18.25
GP-2 (16Y) without filter 8/28/2014 | 1143 400 17 9.5 5.9 >100 75--80 None 1016-1019 1 \\w-11: 20.10
GP-2 (16") with filter 1143 400 16 8.3 2.2 45 MW-12: 19.87
GP-2 (12" without filter 14:40 26.5 3.8 7.6 2.3 46 MW-7: na
GP-2 (12') with filter 14:40 265 3.9 7.9 2.1 41 ] ] MW-8: na
GP-2 (16) without filter 9/4/2014 1445 382 6.1 7.1 33 66 85-90 None 1016-1019 | w-11: na
GP-2 (16") with filter 1445 382 6.1 7.3 3.0 60 MW-12: na
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GP-2 Field Monitoring Values
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Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
: pp (°F) Precipitation (hPa)

GP-2 (12') without filter 1334 00 48 9.0 0.0 0 MW-7: na
GP-2 (12') with filter 1334 00 52 9.3 0.0 0 ) MW-8: na
GP-2 (16) without filter 10092014 1 1340 00 35 10.4 0.0 0 50s 0.3Inches | 1017-1021 | \\v 17 na
GP-2 (16") with filter 1340 00 36 10.2 0.0 0 MW-12: na
GP-2 (12" without filter 13:43 0.0 14.6 4.1 0.0 0 MW-7: na
GP-2 (12') with filter 1343 00 150 16 0.0 0 ] ] MW-8: na
GP-2 (16) without filter 11/26/2014 | 1346 00 136 46 0.0 0 30-35 None 1018-1023 | \w-11:na
GP-2 (16") with filter 1346 00 134 2.3 0.0 0 MW-12: na
GP-2 (12') without filter 1600 00 206 0.0 0.0 0 MW-7: 17.85
GP-2 (12') with filter 1600 00 207 0.0 0.0 0 ] ) MW-8: 17.98
GP-2 (16) without filter 2/6/2015 1604 00 147 5.9 0.0 0 25-35 None 1022-1030 | \\w-11: 19.81
GP-2 (16") with filter 1604 00 148 5.2 0.0 0 MW-12: 19.59
GP-2 (12') without filter 1609 00 95 4.2 0.0 0 MW-7: 17.45
GP-2 (12') with filter 1609 00 98 3.4 0.0 0 ] ) MW-8: 17.60
GP-2 (16) without filter 512012015 | 1e41 00 71 5.2 0.0 0 50-60 None 1016-1022 | \\w-11:19.43
GP-2 (16") with filter 1611 00 7.0 4.9 0.0 0 MW-12: 19.21
GP-2 (12') without filter 1400 00 44 9.0 0.0 0 MW-7: 17.75
GP-2 (12') with filter 1400 00 44 8.4 0.0 0 ] ] MW-8: 17.56
GP-2 (16) without filter 8/2012015 | 1404 12 23 9.8 0.1 3 65-70 trace 1009 -1017 1 \\w-11: 19,54
GP-2 (16") with filter 1404 12 25 9.6 0.1 2 MW-12: 19.30
GP-2 (12') without filter 1422 00 22 9.7 0.0 0 MW-7: 18.60
GP-2 (12') with filter 1422 00 23 75 0.0 0 ] ] MW-8: 18.46
GP-2 (16) without filter 162015 1 1405 00 12 105 0.0 0 60-70 trace 1019-1021 | \\w-11: 20.43
GP-2 (16") with filter 1425 00 12 8.7 0.0 0 MW-12: 20.20
GP-2 (12') without filter 1442 00 142 6.2 0.0 0 MW-7: 17.54
GP-2 (12') with filter 1442 00 145 4.9 0.0 0 ] ] MW-8: 17.40
GP-2 (16) without filter 12802016 | 1047 00 120 7.9 0.0 0 35-45 trace 1005-1012 | \\w-11:19.37
GP-2 (16") with filter 1447 00 121 7.4 0.0 0 MW-12: 19.15
GP-2 (12') without filter 1426 749 15 75 135 >100 MW-7: 18.77
GP-2 (12') with filter 1426 749 13 7.4 45 87 ] ) MW-8: 18.65
GP-2 (16) without filter 7212016 | 1450 91 13 7.8 34.6 >100 88-91 None 1019-1020 | \\w-11: 20,61
GP-2 (16") with filter 1432 981 14 75 5.0 >100 MW-12: 20.37
GP-2 (12') without filter 1106 684 05 75 137 >100 MW-7: 10.08
GP-2 (12') with filter w | 11:06 684 101 3.4 2.1 42 ] ) MW-8: 18.86
GP-2 (16') without filter 712912016 11:17 835 0.7 7.7 39.2 >100 85-86 None 1010 - 1014 1 \\w11: 20,58
GP-2 (16") with filter 1117 835 98 3.7 2.6 52 MW-12: 20.68
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GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio
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Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (opm) 0, (%) CO, (%) CH,? (%) LEL (%) |Temperature Recent Pressure (ft BTOR)
: pp (°F) Precipitation (hPa)
GP-2 (12" without filter 17:08 304 0.1 7.7 12.3 >100 MW-7: 19.20
GP-2 (12") with filter 17:08 304 0.1 7.6 4.5 91 MW-8: 19.05
GP-2 (16Y) without filter 8/5/2016 | 1745 630 02 7.9 37.8 >100 87-91 None 1012-1014 1 \1w-1121.03
GP-2 (16") with filter 17:12 63.0 0.9 7.4 5.1 >100 MW-12:20.78
Notes:
g The explosive gas monitor baseline reading was 1 percent LEL. The meter did not zero for LEL readings and the corresponding
methane readings were 0 percent; therefore, the readings of 1 percent are anomalous.

[2] The Landtec GEM 2000 combustible gas monitor measures explosive gases as a percent of methane by volume. The presence of other hydrocarbon gases affects methane readings.

[3]

CO, readings started at 0.1 ppm.
4] GHD field personnel noted the presence of a manhole (and a possible underground utility) located ~ 3 feet from GP-2 that may be contributing to elevated methane levels

PID Photoionization Detector

0o, Oxygen

CO, Carbon Dioxide

CH, Methane

LEL Lower Explosive Limit

NM Not measured

U Qualified as non-detect due to issues with the filter

Value Value is greater than LEL for methane (5 percent methane)
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